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DIRECTIONS:

Knowledge Cards:

We have made every effort to ensure the Quality, Accuracy and Integrity of our documents.  Even with that, we believe that there may always be room for improvements.  That’s where YOU can help.

If you identify an error in this document use the Hey Rex Typo or Info form on the web to report the error. 

Ground rules:

· This exam is required for Advanced Archer Certification. 
· Everyone is expected to make a 90% or better on this exam in order to receive the certification associated with your score. If you do not make a 90% or better, you will be expected to retake the exam until a 90% is received. 

· Proctor should grade on site and record your passing score on the Advanced Archer Certification Checklist. 
· The study material for this exam can be found in the Archer Basic Operations and in the FAQ / Troubleshooting sections of the LDARtools Manual (MattNet). 

· This is a closed book exam.
Follow-up

· Keep a copy of the Exam for your records.

· When you are finished, place your Exam where the Proctor has instructed you to do so.


Archer Characteristics (LDARtools Manual)
1. No visible Red or Green light means:

a. Device is on and charging.

b. Device is fully charged.

c. Device is off.

d. Device is on.

2. A blinking Red light means:
a. Device is on and charging.

b. Device is fully charged.

c. Device is off.

d. Device is on.

3. A solid Red light means:
a. Device is on and charging.

b. Device is fully charged.

c. Device is off.

d. Device is on.

4. A solid Green light means:

a. Device is on and charging.

b. Device is fully charged.

c. Device is off.

d. Device is on.
Use this picture to answer the following questions.
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5. The Archer Part is:
a. USB Connection (mini A).

b. USB Connection (mini B).

c. External Power.

d. Serial Connector (9 pin).

6. The Archer Part is:
a. USB Connection (mini A).

b. USB Connection (mini B).

c. External Power.

d. Serial Connector (9 pin).

7. The Archer Part is:
a. USB Connection (mini A).

b. USB Connection (mini B).

c. External Power.

d. Serial Connector (9 pin).

8. The Archer Part is:
a. USB Connection (mini A).

b. USB Connection (mini B).

c. External Power.

d. Serial Connector (9 pin).

Frequently Asked Questions and Troubleshooting (LDARtools Manual)

9. What effect does a reset have on the data?

a. In LDM with EAJupiter™ and SmartFlags™ data is automatically backed up in 2 minute intervals and stored on the memory card. Maximum amount of data loss would be limited to what was recorded in the last 2 minutes. 

b. In LDM with EAJupiter™ and SmartFlags™ data is automatically backed up in 10 minute intervals and stored on the memory card. Maximum amount of data loss would be limited to what was recorded in the last 10 minutes. 

c. In LDM with EAJupiter™ and SmartFlags™ data is NOT automatically backed up and stored on the memory card. Maximum amount of data loss is unknown. 
d. None of the above.
SA Matrix (MattNet)

10. Per the Site Administrator Matrix (MattNet) how often should you perform a Reset on Archers?
a. Twice a Day.

b. Daily.

c. Weekly.

d. Quarterly.
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