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DIRECTIONS:

Knowledge Cards:

We have made every effort to ensure the Quality, Accuracy and Integrity of our documents.  Even with that, we believe that there may always be room for improvements.  That’s where YOU can help.

If you identify an error in this document use the Hey Rex Typo or Info form on the web to report the error. 

Ground rules:

· All Technicians are required to take this exam in order to become a certified to use FEInspect™. 
· Everyone is expected to make a 90% or better on this exam in order to receive the certification associated with your score. If you do not make a 90% or better, you will be expected to retake the exam until a 90% is received. 

· Record your passing score on the Basic FEInspect™ Certification Checklist. 
· The study material for this exam can be found in the FEInspect™ Section of the LDARtools Manual. 
· This is a closed book exam.
Follow-up

· Keep a copy of the Exam for your records.

· When you are finished, place your Exam where the Proctor has instructed you to do so.



1. To disable the automatic keyboard display: Open LDM. From the home page, tap the “BT” tab. Checkmark “Use Hardware Keyboard”.

a. True.

b. False.

2. When should you confirm Time, Instrument ID and Inspector ID are correct in FEInspect™?

a. Once a week. 

b. Once a quarter.

c. Prior to monitoring each day and after anytime you reset the device.
d. When you are finished monitoring for the day.

3. What are the steps to connect to the FECrystal™ in FEInspect™?

a. From the FEInspect™ home page, tap the “Connect” button. 
b. Tap “Discover” or “Refresh”. 
c. Tap the FECrystal™ you wish to use.
d. All of the above.
4. What should you do if you are unable to connect to the FECrystal™?

a. Unplug the FECrystal™ from the TVA for 5 hours, then plug FECrystal™ back in and follow the normal procedure to connect to the FECrystal™.

b. Unplug the FECrystal™ from the TVA for 5 seconds, then plug FECrystal™ back in and follow the connect to FECrystal™ steps again. 
c. Unplug the FECrystal™ from the TVA for 5 seconds, Throw the FECrystal on the floor, then plug FECrystal™ back in and follow the normal procedure to connect to the FECrystal™.

d. None of the above.

5. To begin monitoring in FEInspect™: 

a. Tap the “Start” tab. 

b. Tap the “Monitor” tab. 

c. Tap the “Logged” tab. 

d. Tap the “Route” tab. 

6. To take a background reading in FEInspect™, from the Monitor screen tap the Background link. 

a. True.

b. False.

7. How do you save the background reading?

a. After taking the background reading tap the “Save” button. 

b. After taking the background reading tap the “OK” button. 

c. After taking the background reading tap the “Next” button. 

d. None of the above.

8. How do you record a reading in FEInspect™?

a. Tap the “Record” button. 

b. Tap the “Monitor” button or press the enter button. 

c. Tap the “Log Reading” button. 

d. None of the above

9. After the component has been monitored and the minimum inspection time has elapsed, how do you save a reading in FEInspect™?

a. Save the reading by tapping the “Reading” button. 

b. Save the reading by tapping the “Record” button.

c. Save the reading by tapping the “Save” button.

d. Save the reading by tapping the “Next” button.

10. What should you do if a warning messages appears stating that you cannot record a negative reading in FEInspect™?

a. Ignore it.

b. Take a new background reading. Remonitor the component.

c. Record the reading anyway.

d. None of the above.

11. To find a component by Tag number, go to the “Route” tab in monitor screen. Tap “Find” button. Type in the Tag ID. Tap “OK”.  If the component is in your route you will be taken back to the route screen with the component you were searching for having an arrow to the left of the component. 
a. True.

b. False.

12. How do you monitor a component that is not in your route? 

a. Tap on the “Start” tab. 

b. Take a Background Reading. 

c. Document the reading on your TMEC. 

d. All of the above. 

13. How do you begin monitoring at a specific point in the route?
a. Go to the “Route” tab. Use the “Find” button or scroll through the route to find the tag. Select the component you wish to inspect and tap the “Monitor” tab.
b. Use the “Unmonitored” component screen in the “Start” tab. Select the component you wish to inspect and tap the “Monitor” tab.
c. You cannot begin monitoring at a specific point in the route. 

d. Either A or B.

14. To remove an Inadvertent Reading, tap on the “Logged” button on the bottom of the “Start” screen or select the tag ID for the reading you wish to remove. From the grid tap on the specific reading you wish to remove. Record the inadvertent reading on your TMEC. Tap the “Delete” button.  
a. True.

b. False.



15. How do you check the battery on the handheld?

a. Tap Start > Settings, tap the personal tab, and then select the Power Icon. To exit, tap “ok”.

b. Tap Windows Start Menu > Settings menu item, Tap the system tab, and then Tap the Power Icon. Tap OK to exit. 

c. Tap Start > Settings, tap the Connections tab, and then select the Power Icon. To exit, tap “ok”.

d. None of the above.

16. How do you perform Tag Maintenance when using FEInspect™? 
a. Continue to perform Tag Maintenance using the TMEC in your Salazar as always.

b. Tag Maintenance is not required when using FEInspect™.

c. What is Tag Maintenance?

d. None of the above.
17. What steps should you follow if a Leak is detected and No first attempt is made? 

a. Fill in the Condition information or select the condition from the grid for the leaking component. Tap the “Continue” button.  

b. A prompt will ask if you would like to enter an initial repair attempt. Select “No”.

c. You will be returned to the next component in the route on the “Monitor” Tab. 

d. All of the above. 

18. What steps should you follow if a Leak is detected and first attempt is made? 

a. Fill in the Condition information or select the condition from the grid for the leaking component. Tap the “Continue” button.  

b. A prompt will ask if you would like to enter an initial repair attempt. Select “Yes”. Enter Leak Condition, Repair Method and Repaired By information.  
c. Tap the “Remonitor” button. The “Monitor” tab will re-appear, allowing a re-test to occur. 

d. All of the above.
19. Who should I contact for further assistance?

a. Contact your supervisor.
b. Contact an LDARtools IT Support Specialist.
c. Either A or B.
d. None of the above.
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